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CAUTION CABLE THE TAPEWORKS |
Printed Cloth Tape

Technical Data Sheet

Caution Cable is a custom printed
version of Pro Gaff tape.

Features & Benefits:
High strength, high performance adhesive system
Highly conformable to irregular surfaces

Weather resistant Smooth, controlled unwind
High thread count Hand Tearable

Clean removability from wires Abrasion resistant

Used for wire hold down to indicate caution to people that wires are
present

Technical Data

- Backing: Matte Cotton Cloth

- Adhesive: Natural rubber based

— Tensile strength: 46 lbs, per inch

» Elongation: 5%

» Total Thickness: 11 mils

- Adhesion to steel: 60 oz. /in

- Service Temperature: S0°F to 200°F

- Colors Available, Printed Black: Yellow, Yellow/Black Stripes, Fl. Pink, Fl. Yel-
low, Fl. Green, Fl. Orange

Application:

Caution Cable is used to cover and protect wire and cable. Cau-
tion cable ensures high visibility for greater safety. Widely used in
television, audio visual, rock concerts, trade shows, and conven-
tions.

_ o : -'
IS0 9001-2008 v @ r

Certified

Note: The above are ypioal valives and shouid nob de ased i writing specificeiions The deterntinelion of dre siie ity of this product for any
specific use is solely the respansibility of the wser. No representatives, quarantees or warranties of any kind are made fo the accuracy or suil-
Akl e enesifie onnlicarinpe



